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NB: Load data is for Mild Steel channels

Material:

P1000P:- Plain Coil to BS  EN 10025 Pickled & Oiled  min. yield 280 n/mm²
P1000PG:- Mild steel - BS EN 10346 1.0244

P1000H:- Plain Coil to BS  EN 10025 Pickled & Oiled  min. yield 280 n/mm²
P1000DH:- BS EN 10025 S275JO+AR+CL1 or equivalent/better.

P1000EDH:- BS  EN 10025 Class 3 material - Pickled & Oiled  min. yield 280 n/mm²

P1000SS:- See seperate Data Sheet

Finishes:

P1000P:- Self Colour

P1000PG:- BS EN 10326 coating Z275
P1000H:-

P1000DH:-
P1000EDH:-

P1000SS:- See seperate Data Sheet
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 UNISTRUT HEALTH & SAFETY DATA SHEET REF'S :

  No. 001 - PLAIN STEEL, PRE-GALVANIZED, GALVANIZED AND STAINLESS STEEL COMPONENTS

Product Data Sheet

P1000 Channel (Plain - Unslotted) 

Hot Dip Galvanized - to BS EN ISO 1461: to a mean coating thickness (minimum) of 55 µm.

Hot Dip Galvanized - to BS EN ISO 1461: to a mean coating thickness (minimum) of 85 µm.
Hot Dip Galvanized - to BS EN ISO 1461: to a mean coating thickness (minimum) of 120 µm.

*k.L/r => 180 < 250


